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CABLE BRIDGE
Model CB-00-72-0

STANDARD FEATURES:
• Lightweight non-conductive construction
• Screw clamp for mounting to rail
• “Lightning Groove” prevents cable from

accidental removal

• Convenient built-in handle
• Large tube allows cable to slide easily

SPECIFICATIONS

Model CB-00-72-0
Hydraulic System N/A
Frame Type Non-conductive
Length 20.0 in.

50.8 cm
Width 4.04 in.

10.16 cm
Height 10.25 in.

26.04 cm
Weight 5 lbs.

2.27 kg
Motor N/A
Hydraulic
Rated Flow GPM  @  PSI

A-Port
B-Port
C-Port

Hydraulic Relief
Pressure

218.236.0223
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KIT SHEAR BLADE 
PORTACO 132#
Model 64-3584-OOK

STANDARD FEATURES:
• 3.312" wide opening for ball of rail
• Two blades per kit
• Heat resistant cutting edge

Model 64-4450-OOK
• 3.319" wide opening for ball of rail
• Two blades per kit
• Heat resistant cutting edge

OPTION
• Mat weld style 132# blade 

64-3610-OOK
• 115# blade 

64-4364-OOK

SPECIFICATIONS

Model 64-3584-OOK
Frame Type Steel
Length 5.0 in.

12.7 cm
Width 6.0 in.

15.2 cm
Height 4.38 in.

11.1 cm
Weight (Dry) 8 lbs.

3.6 kg

www.portaco.com
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SPIKE PLACER
Model SP-00-A8-O

STANDARD FEATURES:
• Ergonomically designed to retrieve the 

spike from the ballast without bending 
over (reduces back strain)

• Positioning guide holds spike in place 
for driving

SPECIFICATIONS

Model SP-00-A8-O
Frame Type Steel
Length 53 in.

134.6 cm
Width 3.25 in.

8.2 cm
Height 2.0 in.

5.0 cm
Weight (Dry) 4.0 lbs.

1.8 kg

218.236.0223
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SPIKE TESTER
Model ST-00-99-O

STANDARD FEATURES:
• The hammer head end of the tester is used to

tap the head of the spike to determine whether it
is loose or broken. Broken or loose spikes can be
removed with the claw end.

SPECIFICATIONS

Model ST-00-99-O
Frame Type Steel
Length 6.0 in.

15.2 cm
Width 2.75 in.

6.9 cm
Height 36.25 in.

92.0 cm
Weight 3.75 lbs.

1.70 kg

www.portaco.com
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HOOK BOLT WRENCH HAND HELD
Model HR-00-AI-0

SPECIFICATIONS

Model HR-00-AI-O
Length 21.5 in.

54.6 cm
Width 7.0 in.

17.8 cm
Height 7.0 in.

17.8 cm
Weight 6.0 lbs.

2.7 kg

HR-00-AI-1 Right
Model HR-00-AI-2 Left
Length 16.75 in.

42.5 cm
Width 3.0 in.

7.6 cm
Height 51.50 in.

130.8 cm
Weight 8.0 lbs.

3.6 kg

HOOK BOLT WRENCH
DROP HANDLE
Model HR-00-A1-1 RIGHT
Model HR-00-A1-2 LEFT

SPECIFICATIONS

HOOK BOLT WRENCHES
(J BOLT)

These wrenches are used 
to hold the hook end of the 
tie down bolts on bridges 

to tighten and 
loosen the nuts.

218.236.0223
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BALLAST CAR STAND
Model CS-00-B5-O

STANDARD FEATURES:
• Dual set of hooks (to capture second rung if

first rung fails)

• Chain restraint to prevent falls
• Fold for compact storage
• Mesh platform for improved traction

SPECIFICATIONS

Model CS-00-B5-O
Frame Type Steel
Length 24.0 in.

60.9 cm
Length Stored 9.06 in.

23 cm
Width 22.0 in.

55.9 cm
Height 44.63 in.

113.3 cm
Height Store 60.67 in

154.1 cm
Weight 35.0 lbs.

15.8 kg

www.portaco.com
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MANHOLE COVER REMOVER
Model MH-00-96-O

STANDARD FEATURES:
• This cart lifts manhole covers and moves them

away by simply pulling down and out on the
handle

SPECIFICATIONS

Model MH-00-96-O
Hydraulic System N/A
Frame Type Aluminum

Length 38.0 in.
96.5 cm

Width 24.0 in.
60.9 cm

Height 46.0 in.
116.8 cm

Weight 33 lbs.
14.9 kg

218.236.0223
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RAIL HANDLER
Model HR-00-66-0 Long
Model HR-00-66-1 Short
Nylon loop twists around the rail to stabilize and guide the rail
during the loading/unloading procedure.

Bent handle allows for rapid twist-tightening.

STANDARD FEATURES:
• Replaceable nylon belt loop

• Lightweight tube construction
• Curved corners provide more protection

and safety

OPTIONS:
• Shock Resistant model

HR-00-66-2 (long version only)

SPECIFICATIONS
Model HR-00-66-0 HR-00-66-1

Long    Short
Length 94.0 in. 55.0 in.

238.76 cm 139.7 cm
Width 7.5 in. 7.5 in.

19.05 cm 19.05 cm
Height 1.5 in. 1.5 in.

3.81 cm 3.81 cm
Weight 6 lbs. 4 lbs.

2.72 kg 1.81 kg.

www.portaco.com
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BULL NOSE STONE WRENCH
Model 65-3714-OOK

STANDARD FEATURES:
• Reduces operator’s effort in removal of stone
• Solid steel construction

SPECIFICATIONS

Model 65-3714-OOK
Hydraulic System N/A
Frame Type Steel
Length 9.0 in.

22.8 cm
Width 1.25 in.

3.2 cm
Height 2.12 in.

5.4 cm
Weight (Dry) .75 lbs.

.34 kg
Motor N/A
Hydraulic
Rated Flow GPM  @  PSI

A-Port
B-Port
C-Port

Hydraulic Relief
Pressure
Hydraulic Oil
(Useable)
Fuel Cap

218.236.0223
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STONE WRENCH
Model 29-3400-OOK
Used for Cup Grinders, Combination Grinders, and Profile
Grinders

STANDARD FEATURES:
• Reduces operator’s effort in removal of stone
• Dramatically reduces the possibility of bending,

distorting, or damaging spindle

• Solid steel construction
• Rubber-coated grip to increase gripping

capabilities and greater comfort to the operator.

SPECIFICATIONS

Model 29-3400-OOK
Hydraulic System N/A
Length 14.0 in.

35.56 cm
Width 6.5 in.

16.51 cm
Height 4.5 in.

11.43 cm
Weight 2.5 lbs.

1.13 kg
Motor N/A
Hydraulic
Rated Flow N/A
Hydraulic Relief N/A
Pressure   

www.portaco.com
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WEDGE
Model 4476-OOD

STANDARD FEATURES:
• Made from high strength steel for long life
• Long taper for precision positioning
• Long length for use with rail pullers

SPECIFICATIONS

Model 4476-OOD
Frame Type Steel
Length 17.82 in.

45.2 cm
Width 2.0 in.

5.1 cm
Height 1.5 in.

3.8 cm
Weight 11.2 lbs.

5.1 kg

218.236.0223
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SAFETY KIT
Model SK-4403-OOK

STANDARD FEATURES:
• Convenient lockable box in a red finish
• 2 safety flags (18"x18" red flag with 18" long

handle)

• 2 flashlights with magnets, 2-D size batteries
installed

• 4 extra D size alkaline batteries (Ray-O-Vac or
equivalent)

• 12 (15 minute) safety flares

SPECIFICATIONS

Model SK-4403-OOK
Hydraulic System N/A
Frame Type Steel

Length 19.75 in.
50.1 cm

Width 6.0 in.
15.2 cm

Height 4.0 in.
10.1 cm

Weight 12.0 lbs.
5.4 kg

www.portaco.com
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LIGHT/FLAG KIT
Model 68-3953-OOK

STANDARD FEATURES:
• Red or amber flashing light
• Tee handle screw for clamping to rail
• Deep pockets for holding flag and light poles
• Lightweight

• Includes two flags and one light
• Easy assembly to reduce storage space

SPECIFICATIONS

Model 68-3953-OOK
Frame Type Steel
Length 4.0 in.

10.1 cm
Width (without Flag) 7.0 in.

17.8 cm
Width (with Flag) 27.0

68.5 cm
Height 41.0 in.

104.1 cm
Weight (Dry) 13 lbs.

5.9 kg

218.236.0223
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SPECIFICATIONS

Model 68-3636-OOK
Length 6.0 in.

15.2 cm
Width 2.5 in.

6.4 cm
Height 6.5 in.

16.5 cm
Weight (Dry) 2.5 lbs.

1.1 kg

FLAG KITS
Model 68-3636-OOK

STANDARD FEATURES:
• Tee handle screw for clamping

to rail
• Deep pockets for holding flag

poles
• Lightweight
• Includes two flags

OPTIONS:
• Shunt system available

www.portaco.com
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FLAG KITS
Model 68-3705-OOK

STANDARD FEATURES:
• Drives under rail between the ties
• Allows for rail traffic while in place
• Deep pockets for holding flag poles in place
• Lightweight
• Includes flag

SPECIFICATIONS

Model 68-3705-OOK
Length 38.5 in.

97.8 cm
Width 8.5 in.

21.6 cm
Height 3.5 in.

8.9 cm
Weight (Dry) 7 lbs.

3.2 kg

218.236.0223
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SIGN HOLDER
Model 68-3951-OOK
STANDARD FEATURES:
• Square receiver tube accepts up to 15/8" square

sign post
• Formed handles to protect hands when installing
• Three spikes to prevent sign rotation
• Large base for stability in soft ground

SPECIFICATIONS

Model 64-3584-OOK
Frame Type Steel
Length 20.25 in.

51.4 cm
Width 6.0 in.

15.2 cm
Height 6.0 in.

15.2 cm
Weight (Dry) 8 lbs.

3.6 kg

www.portaco.com
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Couplers (left to right)

2701-OOP Female Hydraulic 3000 PSI 1/2" NPT
2702-OOP Male

2554-OOP Male Hydraulic 3000 PSI 3/8" NPT
2555-OOP Female

3478-OOP Female Hydraulic 10,000 PSI 3/8" NPT
3479-OOP Male

3323-OOP Nipples Pneumatic 250 PSI 1/4" NPT
3324-OOP Coupler

HYDRAULIC QUICK 
COUPLERS
PortaCo, Inc., offers an extensive line of
high quality hydraulic quick couplers.

Others available upon request.

218.236.0223
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DRILL BITS
7/16 HEX
Part Number Flute Length Length or Twist
3662-OOP 9/16 8 12
3665-OOP 11/16 8 12
3668-OOP 13/16 8 12
3671-OOP 15/16 8 12
3674-OOP 1 1/16 8 12

3663-OOP 9/16 12 16
3666-OOP 11/16 12 16
3669-OOP 13/16 12 16
3672-OOP 15/16 12 16
3675-OOP 1 1/16 12 16

3664-OOP 9/16 18 22
3667-OOP 11/16 18 22
3670-OOP 13/16 18 22
3673-OOP 15/16 18 22
3676-OOP 1 1/16 18 22

5/8 HEX
Part Number Flute Length Length or Twist
3680-OOP 9/16 8 12
3683-OOP 11/16 8 12
3686-OOP 13/16 8 12
3689-OOP 15/16 8 12
3692-OOP 1 1/16 8 12

3681-OOP 9/16 12 16
3684-OOP 11/16 12 16
3687-OOP 13/16 12 16
3690-OOP 15/16 12 16
3693-OOP 1 1/16 12 16

3682-OOP 9/16 18 22
3685-OOP 11/16 18 22
3688-OOP 13/16 18 22
3691-OOP 15/16 18 22
3694-OOP 1 1/16 18 22

www.portaco.com



4 POINT SPANER SOCKET
Part No. 4360-OOD
For installing and removing Domehead Lag
Screws
1" Drive
1.9" High
2.45" Wide
1.2 Pounds
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SOCKETS
1" Dr. DEEP
3418-OOP 1-5/16"
3419-OOP 1-3/8"
3420-OOP 1-1/2"
3421-OOP 1-9/16"
3422-OOP 1-5/8"
3423-OOP 1-11/16"
3424-OOP 1-3/4"
3425-OOP 1-13/16"
3426-OOP 1 7/8"
3427-OOP 2" 
3428-OOP 2-1/8"
3429-OOP 2-3/16"
3430-OOP 2-1/4"
3431-OOP 2-3/8"
3432-OOP 2-1/2"

1" Dr. SHALLOW
4132-OOP 1-5/16"
4133-OOP 1-3/8"
4134-OOP 1-7/16"
4135-OOP 1-1/2"
4136-OOP 1-9/16"
4137-OOP 1-5/8"
4138-OOP 1-11/16"
4139-OOP 1-3/4"
4140-OOP 1-13/16"
4141-OOP 1 7/8"
4142-OOP 2" 
4143-OOP 2-1/8"
4144-OOP 2-3/16"
4145-OOP 2-1/4"
4146-OOP 2-3/8"

ACCESSORIES
3433-OOP Socket 1" sq. dr. #70 torx w/bit L
3607-OOP Bit #70 Torx
3448-OOP 3/4" to 1" Drive Adapter
3449-OOP 1" to 3/4" Drive Adapter
3450-OOP 3/4" Drive

OTHER SIZES AVAILABLE UPON REQUEST

218.236.0223



88

BULL NOSE STONE ADAPTERS

Model:
65-4128-OOK 3/8 Drill / 5/8-11 Thread
65-4129-OOK Torque / 5/8-11 Thread
65-4130-OOK 7/16 Quick Chuck / 5/8-
11 Thread

STANDARD FEATURES:
• Allows crews to use existing chuck drill, 7/16

quick chuck drill, or impact wrench torque style
adapter, to be used as a bull nose grinder

• High strength steel for a long service life
• Wrench flats to hold adapter steady when

replacing stones.

www.portaco.com
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RAIL SAW BLADES (ABRASIVE)

Part Number Size Designation
4263-OOP 14 x 1/8 x 1 General Purpose
4264-OOP 16 x 1/8 x 1 General Purpose
4265-OOP 14 x 1/8 x 1 Premium Life
4266-OOP 16 x 1/8 x 1 Premium Life
4267-OOP 14 x 1/8 x 1 Premium Long Life
4268-OOP 16 x 1/8 x 1 Premium Long Life

218.236.0223
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PAPER FILTER K-1250
#4296-OOP

FOAM FILTER K-1250
#4297-OOP

BELTS K-1250
#4298-OOP

CASE
OIL 2-CYCLE
#4299-OOP

GAS SAW SERVICE PARTS

www.portaco.com




